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= (54) Title: ACCESS CONTROL OF A MULTIMEDIA SESSION ACCORDING TO NETWORK RESOURCE AVAILABILITY 
H (54) Titre : CONTROLE D'ADMISSION DE SESSION MULTIMEDIA SUR CRTTERE DE RESSOURCES RESEAU 

^= (57) Abstract: The invention relates to a method for access control of a mul- 

timedia session between a terminal A (2) and a terminal B (6) connected to 
a telecommunication network, wherein prior to the session setting up, the 
terminal A (2) (respectively B) transmits to the terminal B (6) (respectively 
A) a message containing a list of codecs for encoding data to be exchanged 
during said session to be set up and the terminal A (2) (respectively B) trans- 
mits to the terminal B (respectively A) a request to close the session by the 
end thereof. The inventive method consists in intercepting the message con- 
taining the list of codecs, modifying the list of codecs proposed by the inter- 
cepted message in order to take into account actual resources in bandwidth 
available for a liaison between the terminal A and a terminal B, transmitting 
a message containing the modified list of codecs to the terminal B (respec- 
tively A) and in reserving the resources and updating a database for using 
said access resources. 
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(57) Abrege : La presente invention concerne un proc&te de controle d'ad- 
mission de session multimedia entre un terminal A (2) et un terminal B (6) 
connected a un reseau de telecommunication dans lequel, prealablement a 
l'etoblissement de la session, le terminal A (2) (respectivement B) transmet 
au terminal B (respectivement A) un message contenant une liste de codecs 
a utiliser pour coder les informations a echanger au cours de la session a 6ta- 
blir, et a la fin d'une session, le terminal A (respectivement B) transmet au 
terminal B (respectivement A) une demande de fin de session. Le proced6 
comporte les Stapes suivantes - intercepter le message contenant la liste de 
codecs, - modifier la liste de codecs proposee dans le message intercept^ 
pour tenir compte des ressources courantes en bande passante disponibles 
pour la liaison entre le terminal A et le terminal B, et - transmettre au termi- 
nal B (respectivement A) le message contenant la liste de codecs modifiee, 
- reserver les ressources et mettre a jour la base de donnees d'utilisation des 
ressources d'acces. 
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